
COLOUR CARD

POLYESTER CONTINUOUS  
FILAMENT, BONDED
- ALSO APPLICABLE FOR SERABOND - 

KrautterN
Digital colour card



 �  whether awnings, boat covers, outdoor  
furniture or shoes – Outdoor-Pro is the ideal 
sewing thread for outdoor products

 �  equipped with our PFC-free water-repellent  
finish as standard

 �  brilliant colours & textile look

POLYESTER CONTINUOUS  
FILAMENT, BONDED

FS = 
Due to the application field there is no need of wash and care labelling.
The production of AMANN’s sewing threads is subject to high quality standards. Since the conditions of use may differ, we 
recommend individual tests in order to examine the colour fastness under the given conditions. Liability for any consequential 
damage cannot be assumed. The colour information provided is a colour reference for guidance purpose only.

Ticket  
no.

Tex  
no.

Finish Article  
no.

 Make-up No. of 
colours

Spools  
per box

Plies Needle size  
(in Nm)

Needle size  
(in No.)

10 270 WRe 2161001  1.400 m FS 34 4 3 200-220 25-26

15 210 WRe 2161502  1.900 m FS 34 4 3 180-200 24-25

20 135 WRe
2162002 
2162003

 1.500 m FS 
3.000 m FS

34 4 3 130-160 21-23

30 90 WRe 2163003  2.300 m FS 34 4 3 110-130 18-21

40 70 WRe 2164001 5.500 m FS 34 4 3 100-120 16-19

OUTDOOR-PRO

Ticket 
no.

Tex  
no.

Finish Article  
no.

Make-up No. of  
colours

Spools
per box

Plies Needle size  
(in Nm)

Needle size  
(in No.)

6 500 – 6506 1.700 m FS 34 3 3  240-260 27-28

9 350 – 6509 1.700 m FS 34 3 3  210-240 26-27

10 270 – 6510 1.400 m FS 34 4 3  200-220 25-26

12 240 – 6512 1.800 m FS 34 4 3  180-200 24-25

15 210 – 6515 2.400 m FS 34 4 3  180-200 24-25

18 150 – 6518 2.600 m FS 34 4 3  150-180 23-24

20 135 –
6522 
6521

1.600 m FS 
3.200 m FS

34 4 3  130-150 21-23

25 105 – 6525 3.000 m FS 34 4 3  120-140 19-22

30 90 – 6530 2.300 m FS 34 4 3  110-130 18-21

40 70 – 6540 4.600 m FS 34 4 3  90-120 14-19

60 45 – 6560 5.000 m FS 34 4 4  80-100 12-16

SERABOND

 �  specially suited for multidirectional sewing

 �  excellent UV resistance due to special dyestuffs

 � weathering test according to ISO 4892-1 and  
ISO 4892-2 (DIN EN ISO 12402-7) and  
cold storage at -30°C





Contact: 
www.amann.com/company/location-contacts/

INTERNATIONAL PRESENCE  
OF THE AMANN GROUP
25 LOCATIONS AND 8 PRODUCTION SITES WORLDWIDE
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